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Questions or comments? e-mail: tech@seal-krete.com or call 1-800-323-7357 
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PREMIUM HI-GLOSS PAVER SEALER

PROPERTIES
• VOC: Less than 100 grams/liter
• Siliconized-Acrylic Blend: Proprietary
• One Plus Green Solvent-Based Technology
• Odor: Sweet, pungent, ketone-like odor
• Visual Appearance: Clear liquid
• Clean-up: Solvents (Xylene)
• Shelf Life: 2 years minimum (closed container)
• Gloss: 80 (maximum)
• Gloss Retention: Excellent
• Hot Tire Pick-up: Excellent
• ASTM D-3363 Hardness: Pencil H (extremely hard)

CHEMICAL / SOLVENT RESISTANCE
ASTM D-1308
• Water: Excellent
• Motor Oil: Excellent
• Synthetic Oil: Excellent
• Mineral Spirits: Excellent
• Formula 409: Excellent
• Windex: Excellent
• Anti-Freeze: Excellent
• Salt: Excellent
• Chlorine: Excellent

WARRANTY: Manufacturer/Seller makes no warranty of any kind except that 
this product is free from defect and is of merchantable quality.  Buyer remedy 
for breach of warranty is limited to replacement of Seal-Krete product or 
refund of purchase price.  Convenience Products will not be responsible for 
labor or the cost of labor for removal or application of any product. 

TECHNICAL SUPPORT: For more information on surface prep or application 
guidelines, or to obtain a Material Safety Data Sheet, call 1-800-323-7357, 
M-F (8:00 am – 5:00 pm EST) or visit our website at www.seal-krete.com.

CAUTION:  
HEALTH HAZARD INFORMATION (ACUTE AND CHRONIC):  READ MSDS PRIOR TO USE.  
CAN CAUSE IRRITATION OF EYES AND SKIN.  HARMFUL IF SWALLOWED.  
EYE PROTECTION: Use chemical safety glasses or goggles and/or a full face shield where 
splashing is possible. Maintain eye wash fountain and quick-drench facilities in work area.
VENTILATION SYSTEM:  Ever-Wet is intended for outdoor use only and should not be 
applied indoors. A system of local and/or general exhaust is recommended to keep 
employee exposures below the Airborne Limits. Local exhaust ventilation is generally 
preferred because it can control the emissions of the contaminant at its source, 
preventing dispersion of it into the general work area. Use explosion-proof equipment.
RESPIRATORY PROTECTION: Appropriate respiratory protection is required when 
exposure to airborne concentration is likely to exceed acceptable limits. Respirators 
should be selected and used in accordance with OSHA Part 1910.134 and 
manufacturer’s recommendations.
SKIN PROTECTION: Wear impervious protective clothing, including boots, gloves, lab 
coat, apron or overalls, as appropriate, to prevent skin contact. Check with your safety 
supplier for proper chemical-resistant gloves. 
KEEP OUT OF REACH OF CHILDREN/PETS. DO NOT TAKE INTERNALLY.

VOC COMPLIANT NATIONWIDE!

OTC, CARB, SCAQMD COMPLIANT
VOC’s < 100 g/L

Driveways

Walkways

Courtyards

Pool Decks

Patios

For INTERLOCKING PAVERS, EXPOSED 
AGGREGATE, STAMPED CONCRETE, 

SALTILLO, FLAGSTONE




