PRODUCT DATA

COMMERCIAL GRADE

KRETE. WATERPROOFER

SEAL-KRETE® Commercial Grade Waterproofer is an advanced
siliconized, acrylic blend designed to stop water from penetrating into
bare, porous concrete such as split-face or fluted concrete block.* It
provides a tough, breathable, non-yellowing film that reduces freeze
damage and strengthens mortar joints. If added to paint, it improves
spread rate and increases water resistance. Important: Read all
directions thoroughly. Wear gloves and eye protection.

SURFACE PREP: Surface must be clean, dry and oil-free. Make sure all
curing compounds and releasing agents have been removed. Repair all
cracks and surface breaks. Cover windows, doors, etc. and use caution
when applying on windy days. Note: Do not apply to concrete that has
not cured for at least 30 days.

APPLICATION: Read “LIMITATIONS” section before use. This sealer is
ready-to-use; do not dilute. Using an airless sprayer or roller, apply 2
flood coats (wet on wet). Backroll spray applications to ensure
penetration. Remove any overspray immediately with water. Note:
Sealer appears milky white during application but dries clear.*On very
porous substrates, a test area is recommended before applying to entire
surface.

TINTING: Use up to 4 oz. of universal colorant per gallon (20 0zs./5
gallons).

COVERAGE: 50-300 sq.ft. per gallon (varies based on surface porosity).
Second coat coverage is 50% greater.

DRY TIME: Dries in 2-4 hours, depending on temperature and humidity.

CLEAN-UP & STORAGE: Clean all tools with soap and water
immediately after use. Store unused product in a dry place above 50°F.
Keep from freezing.

*LIMITATIONS: FOR VERTICAL CONCRETE SURFACES ONLY — DO NOT
USE ON HORIZONTAL SURFAGES including driveways, garage floors,
wood decks, roof tiles, etc). Do not apply below grade or where
hydrostatic pressure is likely to develop. Do not use on swimming
pools, bird baths or water features. Do not apply if rain is expected
within 12 hours or if temperatures fall below 50°F within 24 hours of
application. Do not paint surfaces sealed with this waterproofer.

CAUTION: KEEP OUT OF REACH OF CHILDREN.

FIRST AID: For Eye Contact: Flush with water for 15 minutes. For Skin
Contact: Prolonged contact may cause irritation. Wash affected area
with soap and water. If Swallowed: Induce vomiting and seek
immediate medical attention. If Inhaled: If headache or nausea is
experienced, remove the individual to fresh air. If symptoms persist,
seek medical attention.
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Limited 5-year Warranty: A limited 5-year warranty is available
on the quality and performance of this product on a per job basis.
Contact our technical service dept. for details on this warranty
program. Otherwise, manufacturer/seller makes no warranty of
any kind except that this product is free from defect and is of
merchantable quality. Buyer remedy for breach of warranty is
limited to replacement of product or refund of purchase price.
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